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and a 5.25”, composite woofer.

The AB5 features a dedicated internal DSP that optimizes phase, frequency response and dynamics. This makes 

the sound more accurate and transients more vivid and detailed, while at the same time improving the dynamics 

and the natural timbre of the sound.

studio, or broadcast facility— or simply need some great speakers for your home entertainment system — you will 

energy forward, away from rear walls.

Note: This equipment has been tested and found to comply with the limits for a Class B digital device, pursuant to 

part 15 of the FCC Rules. These limits are designed to provide reasonable protection against harmful interference 

in a residential installation. This equipment generates, uses and can radiate radio frequency energy and, if not 

installed and used in accordance with the instructions, may cause harmful interference to radio communications. 

However, there is no guarantee that interference will not occur in a particular installation. If this equipment does 

cause harmful interference to radio or television reception, which can be determined by turning the equipment off 

and on, the user is encouraged to try to correct the interference by one or more of the following measures:

- Reorient or relocate the receiving antenna.

- Increase the separation between the equipment and receiver.

- Connect the equipment into an outlet on a circuit different from that to which the receiver is connected.

- Consult the dealer or an experienced radio/TV technician for help.

granted to the user by the FCC to operate this equipment.

1 JACK TRS, XLR INPUT (BAL/UNBAL). The system accepts JACK TRS or XLR input connectors.
   These balanced inputs can be used to connect balanced or unbalanced audio sources at line level.

2 RCA INPUT (UNBAL). The system accepts RCA input connectors.
   These unbalanced input can be used to connect unbalanced audio sources at line level.

3 INPUT VOLUME. Adjust the input level.

 
   controls. Use this control to perfectly match the AB5 response-curve to your room acoustics.

   controls. Use this control to perfectly match the AB5 response-curve to your room acoustics.

6 VDE AC IN SOCKET. AC VDE Socket to connect the speaker to AC power supply.

7 POWER MAIN SWITCH. The power switch turns the AC power ON and OFF.

8 3M® EVA Antivibration Pad. Dampens unwanted acoustic vibratations.
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SPECIFICATIONS
ACOUSTICAL

Woofer 5.25” inch Composite Fiberglass

Tweeter

Freq Response 50Hz - 20kHz

Max SPL 107 dB

Horizontal Coverage 110°

Vertical Coverage 70°

INPUT

Input signal (Impedance) 5 KΩ

Input connectors Xlr, Jack, RCA

Input sensitivity +4/-2 dBu

AMPLIFIER

Total power 100W

High frequencies 25W

Low frequencies 75W

Connection VDE

PROCESSOR

Crossover frequency 2000 Hz

Sensitivity control -∞, - 6 dB, 0 dB

Limiter Soft Limiter

Frequency Control HF Adjust -1dB,0,+1dB
LF Adjust -2dB,0,+2dB

DIMENSIONS

Dimensions (WxHxD) 185 x 300 x 243 mm  7.28 x 11.8 x 9.57 in.

Weight 4.2Kgs / 9.25lbs

AB5 Monitors provide a universal 90-240V internal power supply. On the rear panel there are also the input and 
output level controls. Insert the power connector and the signal connector, but before turning on the speaker, 
make sure to select the power supply voltage corresponding to that of the country where the device is used, and 
that the volume control is at minimum on both the speaker and the sound source connected to the speakers; it is 
also important that the sound source is already on when the speaker connected to it is turned on.

(avoiding causing damage to the speaker itself but above all to people in front of it), also avoiding the annoying 
“bump” caused by the switching on of the audio equipment upstream of the speakers. In fact, it is a good rule that 

switched off at the end of their use.

At this point you can turn on the speaker and raise the level control up to the marker line on the scale between “0” 
and “MAX”, and then correct the level as needed.



W A R R A N T Y

OSD Audio electronics have (2) year Limited Warranty against defects in materials and workmanship. Proof of 
purchase must accompany all claims. During the warranty period OSD Audio  will replace any defective part and 
correct any defect in workmanship without charge for either parts or labor.

OSD Audio  may replace returned electronics with a product of equal value and performance. In such cases, some 
modifications to the mounting may be necessary and are not OSD Audio ’s responsibility.

For this warranty to apply, the unit must be installed and used according to its written instructions. If necessary, 
repairs must be performed by OSD Audio . The unit must be returned to OSD Audio  at the owner’s expense and 
with prior written permission. Accidental damage and shipping damage are not considered defects, nor is damaged 
resulting from abuse or from servicing performed by an agency or person not specifically authorized in writing by 
OSD Audio.

OSD Audio  sells products only through authorized dealers and distributors to ensure that customers obtain proper 
support and service. Any OSD Audio  product purchased from an unauthorized dealer or other source, including 
retailers, mail order dealers and online sellers will not be honored or serviced under existing 
OSD Audio  warranty policy. Any sale of product by an unauthorized source or other manner not 
authorized by OSD Audio  shall void the warranty on the applicable product.

Damage to or destruction of components due to application of excessive power voids the warranty on those parts. 
In these cases, repairs will be made on the basis of the retail value of the parts and labor. To return for repairs, 
you must email customer service at RMA@audiogeargroup.com for a Returned Merchandise Authorization (RMA) 
number then the unit must be shipped to OSD Audio  at the owner’s expense, along with a note explaining the nature 
of service required. Be sure to pack the product(s) in a corrugated container with at least 3 inches of resilient material 
to protect the unit from damage in transit.

This Warranty Does Not Cover: Damage caused by abuse, accident, misuse, negligence, or improper operation 
(installation) • Any products that have been altered or modified • Any product whose identifying number of decal, 
serial #, etc. has been altered, defaced or removed • Normal wear and maintenance.

OSD Audio   |   Brea, CA.   |   osdaudio.com   
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